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EQUIPMENT DETAILS

12" x 30’ stee! strain pole. gonfro! and distribution equipment with
2Y polyvinyl chioride bends).

12" x 30’ steel strain pole with 1-2 weatherhead. (Note: 1-115"
90°poiyvinyl chioride bend).

12" x 30’ steel strailn pole with pole mounted sign and 1-27
weatherhead. (Note: 1-1'4" 90° polyvinyil chioride blend.

NEMA size ”5"'base-mogn+ed-ccblnef and controlier with all necessary
equipment. (Note: 3-2" polyvinyl chloride bends). -

34" steel span wire., traffic signal héads and‘s!gn(s)..

6’ x 30' loop detector encased In " flexible tubing quadrupoile type (3~6~3).
6’ x 6’ loop detector encased In 4’ flexible tubing (4-turns).

Baltimore County (round) handhole.

14" polyvinyl chloride electrical conduit.

27 ga!yan!zed steel electrical conduit.
Existing overhead electrical service maintained by BGE.

MD 122

(SECURITY BLVD)

————

D T =t e

..//"’)‘/ \’/

© ¢¢//- T~

=
4¢4?
/' ﬁ_ﬂ,;—;i:mﬁ::x:ﬂ::ﬂ:m::: e moee s I Do e O I I O e el T ——
s = 20 b
s o 19p
v =T
7 7
Ve y
V4 A
V4 e
e & GENERAL NOTES: »
y 1. This plan reflects only those underground utilities
y/4 +hat were apparent at the time of this location
Y4 _ bein$ asbulit. A detailed review was not undertaken
Y _ and +he plan should not be construed as representing
YV all underground uttiities In the area.
7 2. Any modification to this subject signal should be
V4 p;???g?d by a thorough identification of all existing
u es. _
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